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Certificate holders AG 0806 Coating application 
on timber and sheet material  
Attn. 

Date:  January 
Our reference: 00.223.527  
Handled by: R. Daamen 
Subject: New version AG 0806 
Annex(es): 

 
 

Dear certificate holder,  

 

At the request of the market, the Assessment Guideline (AG) 0806 ‘Coating application on 

timber and sheet material’ was recently amended and accepted by the KOMO foundation 

on 21 December 2022. As owner of a KOMO® - process certificate on this AG, we draw 

your attention to the following.  

 

In view of the changes in the AG, regular inspections in the coming year will check whether 

the new requirements of the AG are also met. If the new requirements are implemented in 

the process before 31-10-2023, a new KOMO® process certificate will be issued on the 

basis of the updated AG 0806. If the new requirements are not implemented before 31-10-

2023, it cannot be guaranteed that a renewed KOMO® process certificate can be issued on 

time and your certificate may no longer be valid as of 21-12-2023. 

 

The main changes compared to the previous version of AG 0806 are shown in Appendix 1 

on the next page. 

 

If you have any further questions, please contact your regular auditor or Robert Daamen 

(r.daamen@skh.nl). 

 

Assuming you have been adequately informed. 

 

Kind regards, 

SKH 

 

drs H.J.O van Doorn, director 
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Appendix 1, Changes in content AD 0806 dated 16-05-2013 compared to AD 0806 dated 21-12-2022 

 

Paragraph 
 

AG 0806 16-05-2013 (OLD) 
 

New AG 0806 21-12-2022 (NEW) 
 

Notes 
 

Actions certificate holder 

General - New layout KOMO template KOMO has adapted the AG template 
so that certificates can be better 
applied in the WKB (New 
governmental Dutch construction 
legislation) 

- 

1.7 Chapter 6 'Certification mark' 
in the old AG 

The class designation has been changed to: 
A, Midcoat:  for a midcoat system 
A, Topcoat:  for a topcoat system 
B, Primer  system 
D, Subsystem (@): at a subsystem, 
Indoor: For an indoor system 

A, Midcoat indicates that a complete 
midcoat system has been applied that 
meets the requirements of AG 0817. 

A, Topcoat indicates that a complete 
topcoat system has been applied that 
meets the requirements of AG 0817. 
B, primer indicates that a complete 
primer system has been applied that 
meets the requirements of AG 0814 
D, subsystem (@), indicates that a 
part of a primer, midcoat or topcoat 
system complying with AG 0814 or -
0817 has been applied, whereby the 
applied dry coating thickness is given 
in brackets (@). The certificate holder 
is obliged to provide finishing advice 
on how to achieve a full primer, 
midcoat or topcoat system. 
Indoor, indicates a paint system 
applied for indoor application.  

Adjust marking on delivery 
note/invoice/packaging according 
to the new AG 



 

Paragraph 
 

AG 0806 16-05-2013 (OLD) 
 

New AG 0806 21-12-2022 (NEW) 
 

Notes 

 

Actions certificate holder 

3.1 and 
5.2.3 

5.5.3 'Supply' in the old AG Raw materials and semi-finished products, 
for which reference is made to another AG 
are now more clearly defined, examples are: 
Paint (AG 0814, -0817, -0821, -0821); 
Plywood (AG 1705); 
Profiled components (AG 0812) 
It is not permitted to use the KOMO logo and 
certificate number if the substrate does not 
meet the requirements of the relevant AG 
and the paint application is carried out in 
accordance with AG 0806. 

It is not permitted to use the KOMO 
logo and certificate number if the 
substrate does not meet the 
requirements of the relevant AD and 
the paint application is carried out in 
accordance with AG 0806. 
For example: Glazing beads that do 
not demonstrably meet the 
requirements of AG 0812 and are 
finished with a AG 0814 certified 
system may not bear a KOMO logo 
and certificate number 

Adjust procedure, when to mark 
and when not to mark with the 
KOMO logo, certificate number 
and class designation. 

4.3.1 4.2.6 'Applying the coating' 
in the old AG 

Of the paint applied under certificate, in 
accordance with SKH-Publication 98-04, the 
adhesion, layer thickness and closedness of 
the paint film should be checked. 

- If necessary, adjust the control as 
described in Appendix 4 of SKH-
Publ. 98-04. 

5.1.2 - Records should be kept for each project/task 
which employee performed the paint 
application. 

In the context of the WKB, recording 
this kind of information is important. 

If not already done, add on the 
work order who carried out the 
application and control. 

5.1.3 5.5 'Inspection and testing' in 
the old AG 

At least the following parameters are 
recorded per project/task: 
- Applied paint; 
- Substrate on which applied; 
- Application conditions (temperature, 

humidity, (through) drying times); 
- Wet film thickness. 

In the context of the WKB, recording 
this kind of information is important. 

Include records of listed issues in 
work instruction/procedure if 
applicable.  

5.3.3 - In addition to the conditions of use and 
maintenance, a spray report and details of 
the paint system used should be sent with 
the delivery note, including the indication of 
the finish level 

In the context of the WKB, recording 
this kind of information and 
communicating it to the user is 
important. 

There should be, a format for a 
spray report that includes 
requested data and shared with 
the buyer. 



 

Paragraph 
 

AG 0806 16-05-2013 (OLD) 
 

New AG 0806 21-12-2022 (NEW) 
 

Notes 

 

Actions certificate holder 

5.4 - The personnel in charge of carrying out the 
process must demonstrably possess the 
required knowledge, professional skills and 
competences with regard to: 
- The process of implementation 
- Internal process monitoring and control 

applicable requirements; 
- Recording the relevant process 

parameters to demonstrate standard-
compliant execution; 

- The process of implementing applicable 
safety regulations; 

- The requirements to be met by the 
materials to be processed; 

- Transporting, storing and processing the 
required materials; 

- Equipment required for the execution 
process 

In the context of the WKB, it is 
important that authorised personnel 
are charged with the work to be 
carried out and that this is recorded.  

Record that personnel in charge 
of implementation, control and 
storage meet the requested 
requirements. 

6.2.1 - The contract documents regarding paint 
application on wood and sheet materials 
must state: 
Execution under KOMO process certificate 
"certificate number" 

In the context of the WKB, it is 
important to be clear from the outset 
what will and will not be performed 
under certificate.  

Adjust any contract templates so 
that it is always stated that 
something WILL or will NOT be 
performed under the KOMO 
process certificate. 

6.3 5.5 'Inspection and testing' in 
the old AG' 

In addition to the existing procedures (input 
control of raw materials, complaints, control 
of measuring instruments, control of the final 
product and how to deal with products with 
defects), the following procedures should be 
implemented: 
- Management of quality documents and 

records; 
- Employee qualification (see also 5.4); 
- In addition, safety instructions should be 

established and implemented.  

WKB If additional procedures do not 
already exist, they should be 
drafted and implemented.  

 


